
DIRECTIONAL WAYFINDING PANEL

12" x 12" Surf. Applied Directional Guide Tile
3.00" (76.2 MM) DIRECTIONAL BAR SPACING
PART SIZE: 11.875" (301.62 MM) X 11.875" (301.62 MM)
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COUNTERSUNK FASTENER HOLE AT CORNER LOCATIONS (4 EACH)
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INSTALLED DETAIL

COMPOSITE SLEEVE ANCHOR WITH
STAINLESS STEEL DRIVE PIN.  4 LOCATIONS.
1
4" DIAMETER X 1-1/2" LENGTH [6.35  X 38.1]

CONTINUOUS PERIMETER BEAD
OF TUBE SEALANT/ADHESIVE

CONCRETE SUBSTRATE

TUBE ADHESIVE APPLIED TO BOTTOM OF
PANEL PRIOR TO INSTALLATION.

C D

INSTALLATION IN SERIESB

INSTALLATION NOTE:
PROVIDE 0.125" [3.2] GAP BETWEEN
CONSECUTIVE PANELS DURING INSTALLATION
TO ALLOW FOR THERMAL EXPANSION.
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DRILL 14" DIAMETER X 1-1/2" LENGTH
[6.35  X 38.1] MINIMUM LENGTH INTO
CONCRETE SUBSTRATE (4 LOCATIONS)
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