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ZINC ALLOY ANCHOR, 4 LOCATIONS
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5'16.35]1 X | £'[38.1] FLAT HEAD
BOLT WITH WASHER

ZINC ALLOY ANCHOR, 4 LOCATIONS

(C)-SECTION DETAIL
N

DETECTABLE WARNING SURFACE PANEL

12" x 12" Cast-In-Place DWS Tile

PART SIZE: 11.875" (301.62 MM) X 11.875" (301.62 MM)
2.40" (60.96 MM) IN-LINE TRUNCATED DOME SPACING

2.40 [61.0]

INSTALLATION NOTE

PROVIDE O.125" [3.2] GAP BETWEEN
CONSECUTIVE PANELS DURING INSTALLATION
TO ALLOW FOR THERMAL EXPANSION.

0.125[3.2]

-

FINISH CONCRETE WITH 4" [3.0] JOINT ALONG OUTER EDGE OF TACTILE PANEL
APPLY CONTINUOUS PERIMETER BEAD OF TUBE SEALANT WHEN CURED

TACTILE PANEL INSERTED INTO SURFACE OF NEWLY
POURED CONCRETE. INSTALL PANEL WITH TOP
SURFACE FLUSH WITH SURROUNDING CONCRETE.

4'[6.35] X | 3" [38. 1] FLAT HEAD
BOLT WITH WASHER

ZINC ALLOY ANCHOR, 4 LOCATIONS

CONCRETE SUBSTRATE

DIVISION

TACTILE WALKING SURFACE INDICATORS

MATERIAL

FIBERGLASS REINFORCED POLYMER COMPOSITE SMC

DRAWING NUMBER

ADA-DWS1212 Cast In Place

WEBSITE

ADATILE.COM

PHONE D

1-800-372-0519 ®
DATE DRAWING UNITS EMAIL Gy
2022:06-10 | INCHES [MM] izl ADA SOLUTIONS
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