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WEBSITE

PHONE

EMAIL

ADATILE.COM

1-800-372-0519

INFO@ADATILE.COM
DRAWING UNITS

INCHES [MM]

TOP VIEW AA

AA

CC

DETAIL

ANCHOR BOLT LOCATION (SHOWN
WITHOUT CAP COVER INSTALLED)

REMOVABLE CAP COVER

DETAIL B

DETAIL A

CONCRETE ANCHOR WITH CORROSION RESISTANT 12" HEX HEAD BOLT AND WASHER

DETAIL - INSTALLED IN CONCRETEB

CC

A

REMOVABLE CAP COVER

BB

SIDE VIEW

SECTION

BOTTOM VIEW

BB END VIEW

36.571 [928.9]

MICRO-CONE TEXTURED
SURFACE CONTINUOUS
ACROSS PANEL SURFACE

REMOVABLE CAP COVER AT ANCHOR
BOLT LOCATIONS (8 EACH)

2.40 [61.0]
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CONCRETE ANCHOR WITH
CORROSION RESISTANT 12" HEX
HEAD BOLT AND WASHER
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PERIMETER RIB VENT
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CONCRETE ANCHOR WITH CORROSION RESISTANT
1
2" HEX HEAD BOLT AND WASHER

1.14 [29.0]

FINISH PERIMETER OF PANELS WITH 1/4" [6.35] RADIUS EDGE
IN CONCRETE TO PROVIDE ALLOWANCE FOR PANEL EXPANSION
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TOP VIEW - MULTIPLE PANEL INSTALLATION

CONCRETE ANCHOR WITH CORROSION RESISTANT
1
2" HEX HEAD BOLT AND WASHER

A

PERIMETER EMBEDMENT DETAILA PANEL-TO-PANEL JOINT DETAILB

CONCRETE
FINISH PERIMETER OF PANELS WITH 1/4"
[6.35] RADIUS EDGE IN CONCRETE TO
PROVIDE ALLOWANCE FOR PANEL EXPANSION

INSTALLATION NOTE: ALLOW 0.125" [3.18] GAP BETWEEN
ADJACENT PANELS WHEN INSTALLING PANELS IN SERIES

TO PROVIDE ALLOWANCE FOR THERMAL EXPANSION

B
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